Technical Information for

Rackham Auditorium

Version current as of September 5, 2019

VENUE ADDRESS
915 E. Washington St.
Ann Arbor, MI 48109-1070

MAILING ADDRESS
University Productions
128 Michigan League
911 N. University Ave.
Ann Arbor, MI 48109-1265

AUDITORIUM SEATING CAPACITY

<table>
<thead>
<tr>
<th>Main Floor</th>
<th>1014</th>
</tr>
</thead>
<tbody>
<tr>
<td>20 wheelchair &amp; 20 companion</td>
<td>40</td>
</tr>
<tr>
<td>Total capacity (including accessible seating)*</td>
<td>1054</td>
</tr>
<tr>
<td>(including accessible seating)*</td>
<td></td>
</tr>
</tbody>
</table>

*6 sound and video seats can be added upon request
LOAD-IN ACCESS
Via Washington St. up the front steps or the ramp. Limited Access.
Note - There is no loading dock. Only a door to the basement of the venue.

STAGE SPECIFICATIONS
Semicircular Stage 34’ x 20’ (at widest point)
Stage floor maple parquet

LIGHTING SYSTEM
*House and stage lights are on standard dimmer switches. All lights are fixed position and focus.*
Front of House Twelve (12) ETC Source Four 575w Lekos Over Stage
Thirteen (13) PAR 38 250w

SOUND SYSTEM
*The hall has equipment adequate to provide audio support for most small conferences, lectures, and playback requirements.*

**Console:** One (1) Allen & Heath MixWizard
12 Channel

**Playback Devices:** One (1)
Technics CD Player One (1)
Technics dual cassette deck

**Speakers:** Two (2) Klipsch cabinets
mounted over stage

**Microphones:** Seven (7) Beyer dynamic microphones Seven
(7) straight microphone stands Four (4) Shure wireless microphone, either lavalier or handheld

**Projection Screen** *Permanently hung on upstage wall with a curtain to cover when not needed.*
Screen Dimensions 16’w x 12’h Height from floor to bottom edge 9’
Distance from projection booth 90’
COMMUNICATION SYSTEMS

Headset System
One (1) Clear-Com KB-111 squawk box, in booth
Three (3) Clear-Com telephone handsets

Handset stations Sound and light booth (located on second floor at back HR)
Center of back wall in auditorium
Behind column doors

INFORMATION SYSTEM Wired - Ethernet 1000 Base-T, located in box office, House Tech booth and various locations throughout the building.

Wireless - U-M Wireless on-stage and in the auditorium and main lobby please refer to http://www.itdcom.itd.mich.edu/wireless/ for information regarding access and settings.

DRESSING ROOMS There are no laundry facilities in the building.

One Flight Below Stage Level: One (1) Dressing Room, seating for 11 performers with adjoining bathrooms.

MISCELLANEOUS EQUIPMENT
One (1) lectern
Two (2) 29” x 8’ tables
Two (2) 29” x 6’ tables
Two (2) 29” x 4’ tables
Two (2) 24” x 6’ tables
One (1) 2’ x 4’ black table
Twelve (12) upholstered armchairs
Twenty-Eight (28) music stands
Thirty (30) Wenger padded musicians chairs

Rackham Auditorium Tech Specs- 3/3 Updated September 2019